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Thank you for purchasing our product. Flawless functioning  
of the battery is guaranteed for from the date of purchase. 
The warranty is valid only when the user has followed the instructions 
listed below and properly handled the product during ownership:

1.  In case of ignition problems, users are advised to visit an authorised Auto Electrical Service Agent, where the electrical 
system will be checked and the battery recharged and checked, if necessary.

2.  When claiming the warranty, the battery should be returned to the nearest authorised Service Agent.The battery must not 
be mechanically damaged, and no factory labels can be damaged.The battery should be returned together with proof of 
purchase and duly completed Warranty Certificate, since the Warranty cannot be claimed without these documents.

3.  In the case of proven manufacturer’s fault within the Warranty period the battery repair or replacement costs shall be borne 
by the Authorised Importer. In the case of an unjustified Warranty claim (i.e. discharged battery), the costs shall be borne by 
the purchaser.

4.  The Manufacturer or Authorised Importer will not be responsible for the battery in the following circumstances:
 * damage caused by defective or damaged electrical system in the purchaser’s vehicle,
 * the battery is mechanically damaged,
 * the battery has not been installed, maintained, charged or used according to the instructions,
 * the battery has been used for a purposes it was not designed for,
 * the battery is completely worn-out and come to the end of its normal life.
5.  The Manufacturer provides services covering maintenance and spare parts for the average 5-year service life of the product.

Instructions for Use of the Starter Battery
Battery Maintenance in the Vehicle 
The battery is designed for starting internal combustion engines, the battery must be clean and dry at all times. It is especially 
important to keep clean the poles/posts/terminals. The battery must be correctly connected (positive connector to the positive 
pole, negative connector to the negative pole). Striking the connecting couplings may cause irreparable damage due to potential 
mechanical disconnection of the electrical circuit in the battery, as well as an explosion. To ensure smooth functioning of the 
battery, a regular check at qualified workshops or service agent is recommended each year. At the workshops or service agent 
correct functioning of the vehicle’s electrical system will be checked and the level of electrolyte in the battery will be inspected 
(for the types of batteries that allow that). Appropriate voltage for charging the vehicle’s electrical system is between 14.2 
V and 14.8 V. If the level of electrolyte in the cells is below the marking, only distilled (demineralised) water may be added. 
Discharge batteries must be charged up immediately, otherwise irreparable damage may occur. Electrolyte of a discharged 
battery freezes at 0°C. Frozen electrolyte permanently damages the battery and can mechanically damage the battery casing.

Installation of the Battery into the Vehicle
It is recommended that the installation is performed in accordance with the vehicle manufacturer’s instructions and by an 
expert, especially in the case of coded electric consumers in the vehicle. Special care should be taken to avoid contact between 
the poles and any tools used during installation. When removing the battery, the negative pole (-) should be disconnected first, 
followed by the positive pole (+). Before installing the battery, all electric consumers should be turned off and the packing 
material removed from the new battery. The battery should first be mechanically fixed into the vehicle and then correctly 
connected. The positive pole (+) should be connected first, and then the negative pole (-). Short circuit may cause permanent 
battery damage, battery explosion, and injury by sulphuric acid or battery particles. Make sure the connectors are tightly fas-
tened, the positive pole protection is in place, and, if necessary, the battery compartment cover is in place.The place where the 
battery is being installed must be ventilated.

Charging the Battery outside of the Vehicle
The battery may be charged with direct current only. With the battery charger unplugged, connect the battery. Connect the 
positive pole (+) of the battery to the positive cable of the charger, and the negative pole (-) of the battery to the negative cable 
of the charger. When the charging is completed, first turn off the charger, and then disconnect the battery.The battery must 
be charged in a well ventilated room. Charge the battery with an appropriate charger. The maximum initial charge current 
must be 1/10 of the battery’s capacity (for example, for a 60 Ah battery, the initial charge current is 6A). During the charging, 
the battery temperature must not rise above 55°C. If this maximum temperature is reached, charging must be stopped. The 
battery charging is complete, when the density of electrolyte and the charging voltage do not increase within a 2-hour period.

Storage and Transportation
Charged batteries should be stored in a cool and dry place. If the battery remains in the vehicle, disconnect the negative pole (-). 
If the voltage drops below 12.2 V, the battery must recharged. At this voltage, the electrolyte does not freeze if the tempera-
ture is above -15°C. The battery must be stored or transported in an upright position and secured to prevent toppling over and 
leakage of electrolyte. Batteries must always be stored in well ventilated areas.

Safety Instructions
* Due to explosive gas batteries must not be brought into contact with sparks, open fire, or any smouldering elements.
*  The electrolyte in the battery is diluted sulphuric acid. Should the acid get have contact with eyes, immediately rinse with 

plenty of water for a few minutes and seek medical advice. If the acid is in contact with skin or protective clothing, undress 
immediately and rinse the affected spot with water for at least 15 minutes. Seek medical advice if necessary.

* The battery must always be placed in an upright position to prevent electrolyte leakage.
*  During use, storage or charging the battery must be placed in a well ventilated area. Avoid direct exposure of the battery to 

sunlight.
* Batteries are heavy, to aid manual handling always use the built-in handles for transportation.
*  Metallic parts can cause short circuits when placed between the poles, which can cause permanent battery damage, explo-

sion or injury by sulphuric acid or battery particles.
* Children are not allowed to handle the batteries.


