
1. DIN Car Series Batteries
2. Heavy Duty Truck Series Batteries
3. AGM Motorcycle Series Batteries
4. Motorcycle Series Batteries
5. Asian JIS Series Starter Batteries

Technical Data Sheets
Updated 01/01/2021

Kyoto Japan Tire (International) S.A
1 Carrefour de Rive

1207 Geneva - Switzerland
Email sales@kyotojap.com

Kyoto Japan Tire Corporation Ltd.
Tokyo - Japan

High Power & Long Life



1. DIN Car Series
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1 - Expanded grid with Pb\Ca alloy 
2 - Negative plate with spongy Pb
3 - Negative set 
4 - Positive plate with bi-oxide 
5 - Enveloped positive set
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 3,2l

BATTERY WEIGHT
11,0 Kg

TEMPERATURE
All values are 

referred to 25°

PLATES
Expanded Pb/Ca Alloy

Power tec 
Model

Capacity Cold Crancking Voltage Tester Terminal
Box Bottom

holds

Layout
(Polarity when 
viewed from 

the front)

Per Pallet
Ah 20h A (EN) V A (EN) Conical

PTR-050-0L1-CAR 50 330 12 330 1
standard L1 B13 + right 20x4=80

 

Power Tec DIN Car Series batteries are designed to meet the most stringent performance requirements of vehicles in use. These batteries have 
been developed to ensure an elevated spark in all conditions. This range is made with expanded grid technology in Pb/Ca alloy.  It minimises 
the effect of hydrolysis and consequently the consumption of water, while limiting the phenomenon of self-discharge of the battery. For 
all these factors and the new DUPLEX sealed lid with centralized degasification, the battery earns its SEALED MAINTENANCE-FREE title.

Power Tec EAN Bar Code

7640249195179

POWER TEC MAINTENANCE FREE FLOODED DIN BATTERY

DIN Car Series

190m
m

175mm
207mm

Enveloped
positive set

Expanded grid
with Pb\Ca alloy

Negative set

Positive plate
with bi-oxide

Negative plate
with spongy Pb

Reproduction of this document is not allowed 
without written approval of Kyoto Japan
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 4,1l

BATTERY WEIGHT
12,0 Kg

TEMPERATURE
All values are 

referred to 25°

PLATES
Expanded Pb/Ca Alloy

Power tec 
Model

Capacity Cold Crancking Voltage Tester Terminal
Box Bottom

holds

Layout
(Polarity when 
viewed from 

the front)

Per Pallet
Ah 20h A (EN) V A (EN) Conical

PTR-060-0L2-CAR 62 420 12 430 1
standard L2 B13 + right 18x4=72

 

Power Tec DIN Car Series batteries are designed to meet the most stringent performance requirements of vehicles in use. These batteries have 
been developed to ensure an elevated spark in all conditions. This range is made with expanded grid technology in Pb/Ca alloy.  It minimises 
the effect of hydrolysis and consequently the consumption of water, while limiting the phenomenon of self-discharge of the battery. For 
all these factors and the new DUPLEX sealed lid with centralized degasification, the battery earns its SEALED MAINTENANCE-FREE title.

Power Tec EAN Bar Code

7640249195186

POWER TEC MAINTENANCE FREE FLOODED DIN BATTERY

DIN Car Series

Enveloped
positive set

Expanded grid
with Pb\Ca alloy

Negative set

Positive plate
with bi-oxide

Negative plate
with spongy Pb

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

190m
m

175mm
242mm
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 4,4l

BATTERY WEIGHT
15,0 Kg

TEMPERATURE
All values are 

referred to 25°

PLATES
Expanded Pb/Ca Alloy

Power tec 
Model

Capacity Cold Crancking Voltage Tester Terminal
Box Bottom

holds

Layout
(Polarity when 
viewed from 

the front)

Per Pallet
Ah 20h A (EN) V A (EN) Conical

PTR-072-L3B-CAR 74 530 12 550 1
standard L3B B13 + right 16x4=64

 

Power Tec DIN Car Series batteries are designed to meet the most stringent performance requirements of vehicles in use. These batteries have 
been developed to ensure an elevated spark in all conditions. This range is made with expanded grid technology in Pb/Ca alloy.  It minimises 
the effect of hydrolysis and consequently the consumption of water, while limiting the phenomenon of self-discharge of the battery. For 
all these factors and the new DUPLEX sealed lid with centralized degasification, the battery earns its SEALED MAINTENANCE-FREE title.

Power Tec EAN Bar Code

7640249195193

POWER TEC MAINTENANCE FREE FLOODED DIN BATTERY

DIN Car Series

Enveloped
positive set

Expanded grid
with Pb\Ca alloy

Negative set

Positive plate
with bi-oxide

Negative plate
with spongy Pb

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

175m
m

175mm
278mm
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 5,0l

BATTERY WEIGHT
15,4 Kg

TEMPERATURE
All values are 

referred to 25°

PLATES
Expanded Pb/Ca Alloy

Power tec 
Model

Capacity Cold Crancking Voltage Tester Terminal
Box Bottom

holds

Layout
(Polarity when 
viewed from 

the front)

Per Pallet
Ah 20h A (EN) V A (EN) Conical

PTR-077-0L3-CAR 77 540 12 555 1
standard L3 B13 + right 16x4=64

 

Power Tec DIN Car Series batteries are designed to meet the most stringent performance requirements of vehicles in use. These batteries have 
been developed to ensure an elevated spark in all conditions. This range is made with expanded grid technology in Pb/Ca alloy.  It minimises 
the effect of hydrolysis and consequently the consumption of water, while limiting the phenomenon of self-discharge of the battery. For 
all these factors and the new DUPLEX sealed lid with centralized degasification, the battery earns its SEALED MAINTENANCE-FREE title.

Power Tec EAN Bar Code

7640249195797

POWER TEC MAINTENANCE FREE FLOODED DIN BATTERY

DIN Car Series

Enveloped
positive set

Expanded grid
with Pb\Ca alloy

Negative set

Positive plate
with bi-oxide

Negative plate
with spongy Pb

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

190m
m

175mm
278mm
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 5,0l

BATTERY WEIGHT
15,8 Kg

TEMPERATURE
All values are 

referred to 25°

PLATES
Expanded Pb/Ca Alloy

Power tec 
Model

Capacity Cold Crancking Voltage Tester Terminal
Box Bottom

holds

Layout
(Polarity when 
viewed from 

the front)

Per Pallet
Ah 20h A (EN) V A (EN) Conical

PTR-080-0L3-CAR 80 550 12 560 1
standard L3 B13 + right 16x4=64

 

Power Tec DIN Car Series batteries are designed to meet the most stringent performance requirements of vehicles in use. These batteries have 
been developed to ensure an elevated spark in all conditions. This range is made with expanded grid technology in Pb/Ca alloy.  It minimises 
the effect of hydrolysis and consequently the consumption of water, while limiting the phenomenon of self-discharge of the battery. For 
all these factors and the new DUPLEX sealed lid with centralized degasification, the battery earns its SEALED MAINTENANCE-FREE title.

Power Tec EAN Bar Code

7640249195209

POWER TEC MAINTENANCE FREE FLOODED DIN BATTERY

DIN Car Series

Enveloped
positive set

Expanded grid
with Pb\Ca alloy

Negative set

Positive plate
with bi-oxide

Negative plate
with spongy Pb

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

190m
m

175mm
278mm
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 5,3l

BATTERY WEIGHT
19,5 Kg

TEMPERATURE
All values are 

referred to 25°

PLATES
Expanded Pb/Ca Alloy

Power tec 
Model

Capacity Cold Crancking Voltage Tester Terminal
Box Bottom

holds

Layout
(Polarity when 
viewed from 

the front)

Per Pallet
Ah 20h A (EN) V A (EN) Conical

PTR-085-0L4-CAR 85 700 12 710 1
standard L4 B13 + right 12x4=48

 

Power Tec DIN Car Series batteries are designed to meet the most stringent performance requirements of vehicles in use. These batteries have 
been developed to ensure an elevated spark in all conditions. This range is made with expanded grid technology in Pb/Ca alloy.  It minimises 
the effect of hydrolysis and consequently the consumption of water, while limiting the phenomenon of self-discharge of the battery. For 
all these factors and the new DUPLEX sealed lid with centralized degasification, the battery earns its SEALED MAINTENANCE-FREE title.

Power Tec EAN Bar Code

7640249195285

POWER TEC MAINTENANCE FREE FLOODED DIN BATTERY

DIN Car Series

Enveloped
positive set

Expanded grid
with Pb\Ca alloy

Negative set

Positive plate
with bi-oxide

Negative plate
with spongy Pb

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

190m
m

175mm
310mm
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 6,3l

BATTERY WEIGHT
20,3 Kg

TEMPERATURE
All values are 

referred to 25°

PLATES
Expanded Pb/Ca Alloy

Power tec 
Model

Capacity Cold Crancking Voltage Tester Terminal
Box Bottom

holds

Layout
(Polarity when 
viewed from 

the front)

Per Pallet
Ah 20h A (EN) V A (EN) Conical

PTR-100-0L5-CAR 100 750 12 760 1
standard L5 B13 + right 12x4=48

 

Power Tec DIN Car Series batteries are designed to meet the most stringent performance requirements of vehicles in use. These batteries have 
been developed to ensure an elevated spark in all conditions. This range is made with expanded grid technology in Pb/Ca alloy.  It minimises 
the effect of hydrolysis and consequently the consumption of water, while limiting the phenomenon of self-discharge of the battery. For 
all these factors and the new DUPLEX sealed lid with centralized degasification, the battery earns its SEALED MAINTENANCE-FREE title.

Power Tec EAN Bar Code

7640249195292

POWER TEC MAINTENANCE FREE FLOODED DIN BATTERY

DIN Car Series

Enveloped
positive set

Expanded grid
with Pb\Ca alloy

Negative set

Positive plate
with bi-oxide

Negative plate
with spongy Pb

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

190m
m

175mm 354mm



2. Heavy Duty Truck Series

4.

Kyoto Japan Tire (International) S.A
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1207 Geneva - Switzerland
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High Power & Long Life
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5
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1 - Cast grid with Pb\Sb alloy 
2 - Positive plate with bi-oxide
3 - Enveloped positive set 
4 - Negative plate with spongy Pb 
5 - Negative set
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

The Power Tec Heavy Duty Truck Series has been especially developed for heavy goods transport, with excellent value for money. The technology 
used is the  extra-thick cast grids in Pb/Se alloy, meaning that  water consumption is significantly reduced and batteries are maintenance-free 
throughout their lives. The separator is a HIGH-PERFORMANCE polyethylene bag, meaning that the degree of reliability of internal piercing and 
vibration resistance take the batteries into the HEAVY DUTY category. Excellent charge acceptance along with high resistance to corrosion of plates, 
making for excellent electric performance thanks to the unique grid design. The range also includes specific battery models for agricultural and 
earth-moving machines, making coverage 100% of circulating industrial vehicles.

Power Tec EAN Bar Code

7640249195308

Heavy Duty Truck Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC MAINTENANCE FREE FLOODED HEAVY DUTY BATTERY

Power tec 
Model

Capacity Cold Crancking Voltage Terminal
Box Bottom

holds
Layout

(Polarity when viewed 
from the front)

Per Pallet
Ah 20h A (EN) V Conical

PTR-105C-1-HDT 105 750 12 1
standard 98COMP B0 + right 12x2=24

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 7,4l

BATTERY WEIGHT
26,5 Kg

TEMPERATURE
All values are 

referred to 25°

PLATES
Expanded Pb/Sb Alloy

 

235m
m

175mm

349mm

Enveloped
positive set

Cast grid with
Pb\Sb alloy

Negative set

Positive plate
with bi-oxide

Negative plate
with spongy Pb
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

The Power Tec Heavy Duty Truck Series has been especially developed for heavy goods transport, with excellent value for money. The technology 
used is the  extra-thick cast grids in Pb/Se alloy, meaning that  water consumption is significantly reduced and batteries are maintenance-free 
throughout their lives. The separator is a HIGH-PERFORMANCE polyethylene bag, meaning that the degree of reliability of internal piercing and 
vibration resistance take the batteries into the HEAVY DUTY category. Excellent charge acceptance along with high resistance to corrosion of plates, 
making for excellent electric performance thanks to the unique grid design. The range also includes specific battery models for agricultural and 
earth-moving machines, making coverage 100% of circulating industrial vehicles.

Power Tec EAN Bar Code

7640249195315

Heavy Duty Truck Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC MAINTENANCE FREE FLOODED HEAVY DUTY BATTERY

Power tec 
Model

Capacity Cold Crancking Voltage Terminal
Box Bottom

holds

Layout
(Polarity when 

viewed from the 
front)

Per Pallet
Ah 20h A (EN) V Conical

PTR-140A-1-HDT(L) 140 750 12 1
standard A B0 + left 8x3=24

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 9,4l

BATTERY WEIGHT
33,6 Kg

TEMPERATURE
All values are 

referred to 25°

PLATES
Expanded Pb/Sb Alloy

 

223m
m

190mm

513mm

Enveloped
positive set

Cast grid with
Pb\Sb alloy

Negative set

Positive plate
with bi-oxide

Negative plate
with spongy Pb



:

,
,

PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

The Power Tec Heavy Duty Truck Series has been especially developed for heavy goods transport, with excellent value for money. The technology 
used is the  extra-thick cast grids in Pb/Se alloy, meaning that  water consumption is significantly reduced and batteries are maintenance-free 
throughout their lives. The separator is a HIGH-PERFORMANCE polyethylene bag, meaning that the degree of reliability of internal piercing and 
vibration resistance take the batteries into the HEAVY DUTY category. Excellent charge acceptance along with high resistance to corrosion of plates, 
making for excellent electric performance thanks to the unique grid design. The range also includes specific battery models for agricultural and 
earth-moving machines, making coverage 100% of circulating industrial vehicles.

Power Tec EAN Bar Code

7640249195322

Heavy Duty Truck Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC MAINTENANCE FREE FLOODED HEAVY DUTY BATTERY

Power tec 
Model

Capacity Cold Crancking Voltage Terminal
Box Bottom

holds

Layout
(Polarity when 

viewed from the 
front)

Per Pallet
Ah 20h A (EN) V Conical

PTR-140A-2-HDT(L) 140 960 12 1
standard A B0 + left 8x3=24

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 9,4l

BATTERY WEIGHT
35,6 Kg

TEMPERATURE
All values are 

referred to 25°

PLATES
Expanded Pb/Sb Alloy

 

223m
m

190mm

513mm

Enveloped
positive set

Cast grid with
Pb\Sb alloy

Negative set

Positive plate
with bi-oxide

Negative plate
with spongy Pb
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

The Power Tec Heavy Duty Truck Series has been especially developed for heavy goods transport, with excellent value for money. The technology 
used is the  extra-thick cast grids in Pb/Se alloy, meaning that  water consumption is significantly reduced and batteries are maintenance-free 
throughout their lives. The separator is a HIGH-PERFORMANCE polyethylene bag, meaning that the degree of reliability of internal piercing and 
vibration resistance take the batteries into the HEAVY DUTY category. Excellent charge acceptance along with high resistance to corrosion of plates, 
making for excellent electric performance thanks to the unique grid design. The range also includes specific battery models for agricultural and 
earth-moving machines, making coverage 100% of circulating industrial vehicles.

Power Tec EAN Bar Code

7640249195339

Heavy Duty Truck Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC MAINTENANCE FREE FLOODED HEAVY DUTY BATTERY

Power tec 
Model

Capacity Cold Crancking Voltage Terminal
Box Bottom

holds

Layout
(Polarity when 

viewed from the 
front)

Per Pallet
Ah 20h A (EN) V Conical

PTR-140D-3-HDT(L) 140 1020 12 1
standard

MAC
110D B3 + left 8x3=24

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 8,9l

BATTERY WEIGHT
35,5 Kg

TEMPERATURE
All values are 

referred to 25°

PLATES
Expanded Pb/Sb Alloy

 

Enveloped
positive set

Cast grid with
Pb\Sb alloy

Negative set

Positive plate
with bi-oxide

Negative plate
with spongy Pb

210mm

175mm

514mm
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

The Power Tec Heavy Duty Truck Series has been especially developed for heavy goods transport, with excellent value for money. The technology 
used is the  extra-thick cast grids in Pb/Se alloy, meaning that  water consumption is significantly reduced and batteries are maintenance-free 
throughout their lives. The separator is a HIGH-PERFORMANCE polyethylene bag, meaning that the degree of reliability of internal piercing and 
vibration resistance take the batteries into the HEAVY DUTY category. Excellent charge acceptance along with high resistance to corrosion of plates, 
making for excellent electric performance thanks to the unique grid design. The range also includes specific battery models for agricultural and 
earth-moving machines, making coverage 100% of circulating industrial vehicles.

Power Tec EAN Bar Code

7640249195346

Heavy Duty Truck Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC MAINTENANCE FREE FLOODED HEAVY DUTY BATTERY

Power tec 
Model

Capacity Cold Crancking Voltage Terminal
Box Bottom

holds

Layout
(Polarity when 

viewed from the 
front)

Per Pallet
Ah 20h A (EN) V Conical

PTR-140M-4-HDT(L) 140 1020 12 1
standard

MAC
140 B0 + left 7x3=21

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 10,9l

BATTERY WEIGHT
37,6 Kg

TEMPERATURE
All values are 

referred to 25°

PLATES
Expanded Pb/Sb Alloy

 

Enveloped
positive set

Cast grid with
Pb\Sb alloy

Negative set

Positive plate
with bi-oxide

Negative plate
with spongy Pb

210mm

218mm

514mm
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

The Power Tec Heavy Duty Truck Series has been especially developed for heavy goods transport, with excellent value for money. The technology 
used is the  extra-thick cast grids in Pb/Se alloy, meaning that  water consumption is significantly reduced and batteries are maintenance-free 
throughout their lives. The separator is a HIGH-PERFORMANCE polyethylene bag, meaning that the degree of reliability of internal piercing and 
vibration resistance take the batteries into the HEAVY DUTY category. Excellent charge acceptance along with high resistance to corrosion of plates, 
making for excellent electric performance thanks to the unique grid design. The range also includes specific battery models for agricultural and 
earth-moving machines, making coverage 100% of circulating industrial vehicles.

Power Tec EAN Bar Code

7640249195353

Heavy Duty Truck Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC MAINTENANCE FREE FLOODED HEAVY DUTY BATTERY

Power tec 
Model

Capacity Cold Crancking Voltage Terminal
Box Bottom

holds

Layout
(Polarity when 

viewed from the 
front)

Per Pallet
Ah 20h A (EN) V Conical

PTR-160B-1-HDT(L) 160 1020 12 1
standard B B0 + left 7x3=21

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 11,7l

BATTERY WEIGHT
41,5 Kg

TEMPERATURE
All values are 

referred to 25°

PLATES
Expanded Pb/Sb Alloy

 

Enveloped
positive set

Cast grid with
Pb\Sb alloy

Negative set

Positive plate
with bi-oxide

Negative plate
with spongy Pb

223m
m

224mm

513mm
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

The Power Tec Heavy Duty Truck Series has been especially developed for heavy goods transport, with excellent value for money. The technology 
used is the  extra-thick cast grids in Pb/Se alloy, meaning that  water consumption is significantly reduced and batteries are maintenance-free 
throughout their lives. The separator is a HIGH-PERFORMANCE polyethylene bag, meaning that the degree of reliability of internal piercing and 
vibration resistance take the batteries into the HEAVY DUTY category. Excellent charge acceptance along with high resistance to corrosion of plates, 
making for excellent electric performance thanks to the unique grid design. The range also includes specific battery models for agricultural and 
earth-moving machines, making coverage 100% of circulating industrial vehicles.

Power Tec EAN Bar Code

7640249195360

Heavy Duty Truck Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC MAINTENANCE FREE FLOODED HEAVY DUTY BATTERY

Power tec 
Model

Capacity Cold Crancking Voltage Terminal
Box Bottom

holds

Layout
(Polarity when 

viewed from the 
front)

Per Pallet
Ah 20h A (EN) V Conical

PTR-180B-1-HDT(L) 180 1020 12 1
standard B B0 + left 7x3=21

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 11,0l

BATTERY WEIGHT
41,5 Kg

TEMPERATURE
All values are 

referred to 25°

PLATES
Expanded Pb/Sb Alloy

 

Enveloped
positive set

Cast grid with
Pb\Sb alloy

Negative set

Positive plate
with bi-oxide

Negative plate
with spongy Pb

223m
m

224mm

513mm
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

The Power Tec Heavy Duty Truck Series has been especially developed for heavy goods transport, with excellent value for money. The technology 
used is the  extra-thick cast grids in Pb/Se alloy, meaning that  water consumption is significantly reduced and batteries are maintenance-free 
throughout their lives. The separator is a HIGH-PERFORMANCE polyethylene bag, meaning that the degree of reliability of internal piercing and 
vibration resistance take the batteries into the HEAVY DUTY category. Excellent charge acceptance along with high resistance to corrosion of plates, 
making for excellent electric performance thanks to the unique grid design. The range also includes specific battery models for agricultural and 
earth-moving machines, making coverage 100% of circulating industrial vehicles.

Power Tec EAN Bar Code

7640249195377

Heavy Duty Truck Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC MAINTENANCE FREE FLOODED HEAVY DUTY BATTERY

Power tec 
Model

Capacity Cold Crancking Voltage Terminal
Box Bottom

holds

Layout
(Polarity when 

viewed from the 
front)

Per Pallet
Ah 20h A (EN) V Conical

PTR-180B-2-HDT(L) 180 1040 12 1
standard B B0 + left 7x3=21

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 11,0l

BATTERY WEIGHT
43,0 Kg

TEMPERATURE
All values are 

referred to 25°

PLATES
Expanded Pb/Sb Alloy

 

Enveloped
positive set

Cast grid with
Pb\Sb alloy

Negative set

Positive plate
with bi-oxide

Negative plate
with spongy Pb

223m
m

224mm

513mm
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

The Power Tec Heavy Duty Truck Series has been especially developed for heavy goods transport, with excellent value for money. The technology 
used is the  extra-thick cast grids in Pb/Se alloy, meaning that  water consumption is significantly reduced and batteries are maintenance-free 
throughout their lives. The separator is a HIGH-PERFORMANCE polyethylene bag, meaning that the degree of reliability of internal piercing and 
vibration resistance take the batteries into the HEAVY DUTY category. Excellent charge acceptance along with high resistance to corrosion of plates, 
making for excellent electric performance thanks to the unique grid design. The range also includes specific battery models for agricultural and 
earth-moving machines, making coverage 100% of circulating industrial vehicles.

Power Tec EAN Bar Code

7640249195384

Heavy Duty Truck Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC MAINTENANCE FREE FLOODED HEAVY DUTY BATTERY

Power tec 
Model

Capacity Cold Crancking Voltage Terminal
Box Bottom

holds

Layout
(Polarity when 

viewed from the 
front)

Per Pallet
Ah 20h A (EN) V Conical

PTR-200B-1-HDT(L) 200 1040 12 1
standard B B0 + left 7x3=21

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 11,0l

BATTERY WEIGHT
43,0 Kg

TEMPERATURE
All values are 

referred to 25°

PLATES
Expanded Pb/Sb Alloy

 

Enveloped
positive set

Cast grid with
Pb\Sb alloy

Negative set

Positive plate
with bi-oxide

Negative plate
with spongy Pb

223m
m

224mm

513mm
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

The Power Tec Heavy Duty Truck Series has been especially developed for heavy goods transport, with excellent value for money. The technology 
used is the  extra-thick cast grids in Pb/Se alloy, meaning that  water consumption is significantly reduced and batteries are maintenance-free 
throughout their lives. The separator is a HIGH-PERFORMANCE polyethylene bag, meaning that the degree of reliability of internal piercing and 
vibration resistance take the batteries into the HEAVY DUTY category. Excellent charge acceptance along with high resistance to corrosion of plates, 
making for excellent electric performance thanks to the unique grid design. The range also includes specific battery models for agricultural and 
earth-moving machines, making coverage 100% of circulating industrial vehicles.

Power Tec EAN Bar Code

7640249195391

Heavy Duty Truck Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC MAINTENANCE FREE FLOODED HEAVY DUTY BATTERY

Power tec 
Model

Capacity Cold Crancking Voltage Terminal
Box Bottom

holds

Layout
(Polarity when 

viewed from the 
front)

Per Pallet
Ah 20h A (EN) V Conical

PTR-210C-1-HDT(L) 210 1250 12 1
standard C B0 + left 6x3=18

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 15,5l

BATTERY WEIGHT
56,5 Kg

TEMPERATURE
All values are 

referred to 25°

PLATES
Expanded Pb/Sb Alloy

 

Enveloped
positive set

Cast grid with
Pb\Sb alloy

Negative set

Positive plate
with bi-oxide

Negative plate
with spongy Pb

242m
m

276mm

518mm
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

The Power Tec Heavy Duty Truck Series has been especially developed for heavy goods transport, with excellent value for money. The technology 
used is the  extra-thick cast grids in Pb/Se alloy, meaning that  water consumption is significantly reduced and batteries are maintenance-free 
throughout their lives. The separator is a HIGH-PERFORMANCE polyethylene bag, meaning that the degree of reliability of internal piercing and 
vibration resistance take the batteries into the HEAVY DUTY category. Excellent charge acceptance along with high resistance to corrosion of plates, 
making for excellent electric performance thanks to the unique grid design. The range also includes specific battery models for agricultural and 
earth-moving machines, making coverage 100% of circulating industrial vehicles.

Power Tec EAN Bar Code

7640249195407

Heavy Duty Truck Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC MAINTENANCE FREE FLOODED HEAVY DUTY BATTERY

Power tec 
Model

Capacity Cold Crancking Voltage Terminal
Box Bottom

holds

Layout
(Polarity when 

viewed from the 
front)

Per Pallet
Ah 20h A (EN) V Conical

PTR-230C-1-HDT(L) 230 1250 12 1
standard C B0 + left 6x3=18

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 15,5l

BATTERY WEIGHT
56,5 Kg

TEMPERATURE
All values are 

referred to 25°

PLATES
Expanded Pb/Sb Alloy

 

Enveloped
positive set

Cast grid with
Pb\Sb alloy

Negative set

Positive plate
with bi-oxide

Negative plate
with spongy Pb

242m
m

276mm

518mm



3. AGM Motorcycle Series

4.

Kyoto Japan Tire (International) S.A
1 Carrefour de Rive

1207 Geneva - Switzerland
Email sales@kyotojap.com

Kyoto Japan Tire Corporation Ltd.
Tokyo - Japan

High Power & Long Life

1
2 3

5

4

6

1 - Cast grid with Ca/Ca alloy 
2 - AGM separator
3 - Positive plate with bi-oxide and separator 
4 - Positive set with separator 
5 - Negative plate with spongy Pb
6 - Negative set 

START STOPSTART STOP
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec AGM Motorcycle Series batteries use CA/CA technologies. The fiber glass separators (AGM) increase the life of the batteries, 
limiting the problems due to high vibrations present in motorcycles. This system uses a capillary action to enable the recombination 
of gas, thereby  limiting leakage of oxygen and hydrogen. The little gas that cannot be recombined, is regulated by the VRLA 
valves on the caps. The package contains acid for each the battery.

Power Tec EAN Bar Code

7640249195582

AGM Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC MAINTENANCE-FREE MOTROCYCLE AGM DRY-CHARGED BATTERY (Separate acid pack included)

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 0,18l

BATTERY WEIGHT
Dry Net Battery 1,14 Kg

Battery with acid 1,44 Kg

TEMPERATURE
All values are 

referred to 25°
 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-YTX4L-BS-AGM 3,0 50 12 113 70 85 G2 + right 8

PLATES
Casted Ca/Ca Alloy

Negative set

Cast grid with
Ca/Ca alloy

Positive set
with separator

Negative plate
with spongy Pb

Fiber glass
separator

Positive plate 
with bi-oxide and 

separator
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec AGM Motorcycle Series batteries use CA/CA technologies. The fiber glass separators (AGM) increase the life of the batteries, 
limiting the problems due to high vibrations present in motorcycles. This system uses a capillary action to enable the recombination 
of gas, thereby  limiting leakage of oxygen and hydrogen. The little gas that cannot be recombined, is regulated by the VRLA 
valves on the caps. The package contains acid for each the battery.

Power Tec EAN Bar Code

7640249195599

AGM Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC MAINTENANCE-FREE MOTROCYCLE AGM DRY-CHARGED BATTERY (Separate acid pack included)

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 0,24l

BATTERY WEIGHT
Dry Net Battery 1,48 Kg

Battery with acid 1,86 Kg

TEMPERATURE
All values are 

referred to 25°
 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-YTX5L-BS-AGM 4,0 70 12 113 70 105 G2 + right 8

PLATES
Casted Ca/Ca Alloy

Negative set

Cast grid with
Ca/Ca alloy

Positive set
with separator

Negative plate
with spongy Pb

Fiber glass
separator

Positive plate 
with bi-oxide and 

separator
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec AGM Motorcycle Series batteries use CA/CA technologies. The fiber glass separators (AGM) increase the life of the batteries, 
limiting the problems due to high vibrations present in motorcycles. This system uses a capillary action to enable the recombination 
of gas, thereby  limiting leakage of oxygen and hydrogen. The little gas that cannot be recombined, is regulated by the VRLA 
valves on the caps. The package contains acid for each the battery.

Power Tec EAN Bar Code

7640249195605

AGM Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC MAINTENANCE-FREE MOTROCYCLE AGM DRY-CHARGED BATTERY (Separate acid pack included)

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 0,33l

BATTERY WEIGHT
Dry Net Battery 1,85 Kg

Battery with acid 2,39 Kg

TEMPERATURE
All values are 

referred to 25°
 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-YTX7L-BS-AGM 6,0 85 12 113 70 130 G2 + right 8

PLATES
Casted Ca/Ca Alloy

Negative set

Cast grid with
Ca/Ca alloy

Positive set
with separator

Negative plate
with spongy Pb

Fiber glass
separator

Positive plate 
with bi-oxide and 

separator
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec AGM Motorcycle Series batteries use CA/CA technologies. The fiber glass separators (AGM) increase the life of the batteries, 
limiting the problems due to high vibrations present in motorcycles. This system uses a capillary action to enable the recombination 
of gas, thereby  limiting leakage of oxygen and hydrogen. The little gas that cannot be recombined, is regulated by the VRLA 
valves on the caps. The package contains acid for each the battery.

Power Tec EAN Bar Code

7640249195612

AGM Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC MAINTENANCE-FREE MOTROCYCLE AGM DRY-CHARGED BATTERY (Separate acid pack included)

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 0,33l

BATTERY WEIGHT
Dry Net Battery 1,87 Kg
Battery with acid 2,4 Kg

TEMPERATURE
All values are 

referred to 25°
 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-YTX7A-BS-AGM 6,0 90 12 150 87 93 G3 + left 6

PLATES
Casted Ca/Ca Alloy

Negative set

Cast grid with
Ca/Ca alloy

Positive set
with separator

Negative plate
with spongy Pb

Fiber glass
separator

Positive plate 
with bi-oxide and 

separator
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec AGM Motorcycle Series batteries use CA/CA technologies. The fiber glass separators (AGM) increase the life of the batteries, 
limiting the problems due to high vibrations present in motorcycles. This system uses a capillary action to enable the recombination 
of gas, thereby  limiting leakage of oxygen and hydrogen. The little gas that cannot be recombined, is regulated by the VRLA 
valves on the caps. The package contains acid for each the battery.

Power Tec EAN Bar Code

7640249195629

AGM Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC MAINTENANCE-FREE MOTROCYCLE AGM DRY-CHARGED BATTERY (Separate acid pack included)

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 0,33l

BATTERY WEIGHT
Dry Net Battery 1,56 Kg

Battery with acid 1,93 Kg

TEMPERATURE
All values are 

referred to 25°
 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-YTZ7S-BS-AGM 6,0 80 12 113 70 105 G2 + right 8

PLATES
Casted Ca/Ca Alloy

Negative set

Cast grid with
Ca/Ca alloy

Positive set
with separator

Negative plate
with spongy Pb

Fiber glass
separator

Positive plate 
with bi-oxide and 

separator
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec AGM Motorcycle Series batteries use CA/CA technologies. The fiber glass separators (AGM) increase the life of the batteries, 
limiting the problems due to high vibrations present in motorcycles. This system uses a capillary action to enable the recombination 
of gas, thereby  limiting leakage of oxygen and hydrogen. The little gas that cannot be recombined, is regulated by the VRLA 
valves on the caps. The package contains acid for each the battery.

Power Tec EAN Bar Code

7640249195636

AGM Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC MAINTENANCE-FREE MOTROCYCLE AGM DRY-CHARGED BATTERY (Separate acid pack included)

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 0,3l

BATTERY WEIGHT
Dry Net Battery 1,68 Kg

Battery with acid 2,16 Kg

TEMPERATURE
All values are 

referred to 25°
 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-YT7B-BS-AGM 6,5 80 12 150 65 93 G2 + left 6

PLATES
Casted Ca/Ca Alloy

Negative set

Cast grid with
Ca/Ca alloy

Positive set
with separator

Negative plate
with spongy Pb

Fiber glass
separator

Positive plate 
with bi-oxide and 

separator
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec AGM Motorcycle Series batteries use CA/CA technologies. The fiber glass separators (AGM) increase the life of the batteries, 
limiting the problems due to high vibrations present in motorcycles. This system uses a capillary action to enable the recombination 
of gas, thereby  limiting leakage of oxygen and hydrogen. The little gas that cannot be recombined, is regulated by the VRLA 
valves on the caps. The package contains acid for each the battery.

Power Tec EAN Bar Code

7640249195643

AGM Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC MAINTENANCE-FREE MOTROCYCLE AGM DRY-CHARGED BATTERY (Separate acid pack included)

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 0,4l

BATTERY WEIGHT
Dry Net Battery 2,05 Kg

Battery with acid 2,65 Kg

TEMPERATURE
All values are 

referred to 25°
 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-YT9B-BS-AGM 8,0 100 12 150 65 105 G13 + left 6

PLATES
Casted Ca/Ca Alloy

Negative set

Cast grid with
Ca/Ca alloy

Positive set
with separator

Negative plate
with spongy Pb

Fiber glass
separator

Positive plate 
with bi-oxide and 

separator
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec AGM Motorcycle Series batteries use CA/CA technologies. The fiber glass separators (AGM) increase the life of the batteries, 
limiting the problems due to high vibrations present in motorcycles. This system uses a capillary action to enable the recombination 
of gas, thereby  limiting leakage of oxygen and hydrogen. The little gas that cannot be recombined, is regulated by the VRLA 
valves on the caps. The package contains acid for each the battery.

Power Tec EAN Bar Code

7640249195667

AGM Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC MAINTENANCE-FREE MOTROCYCLE AGM DRY-CHARGED BATTERY (Separate acid pack included)

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 0,4l

BATTERY WEIGHT
Dry Net Battery 2,21 Kg

Battery with acid 2,85 Kg

TEMPERATURE
All values are 

referred to 25°
 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-YTX9-BS-AGM       9,0 120 12 150 87 105 G3 + left 6

PLATES
Casted Ca/Ca Alloy

Negative set

Cast grid with
Ca/Ca alloy

Positive set
with separator

Negative plate
with spongy Pb

Fiber glass
separator

Positive plate 
with bi-oxide and 

separator
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec AGM Motorcycle Series batteries use CA/CA technologies. The fiber glass separators (AGM) increase the life of the batteries, 
limiting the problems due to high vibrations present in motorcycles. This system uses a capillary action to enable the recombination 
of gas, thereby  limiting leakage of oxygen and hydrogen. The little gas that cannot be recombined, is regulated by the VRLA 
valves on the caps. The package contains acid for each the battery.

Power Tec EAN Bar Code

7640249195650

AGM Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC MAINTENANCE-FREE MOTROCYCLE AGM DRY-CHARGED BATTERY (Separate acid pack included)

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 0,4l

BATTERY WEIGHT
Dry Net Battery 2,57 Kg
Battery with acid 3,2 Kg

TEMPERATURE
All values are 

referred to 25°
 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-YTZ10S-BS-AGM 8,6 130 12 150 87 93 G13 + left 6

PLATES
Casted Ca/Ca Alloy

Negative set

Cast grid with
Ca/Ca alloy

Positive set
with separator

Negative plate
with spongy Pb

Fiber glass
separator

Positive plate 
with bi-oxide and 

separator
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec AGM Motorcycle Series batteries use CA/CA technologies. The fiber glass separators (AGM) increase the life of the batteries, 
limiting the problems due to high vibrations present in motorcycles. This system uses a capillary action to enable the recombination 
of gas, thereby  limiting leakage of oxygen and hydrogen. The little gas that cannot be recombined, is regulated by the VRLA 
valves on the caps. The package contains acid for each the battery.

Power Tec EAN Bar Code

7640249195469

AGM Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC MAINTENANCE-FREE MOTROCYCLE AGM DRY-CHARGED BATTERY (Separate acid pack included)

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 0,56l

BATTERY WEIGHT
Dry Net Battery 1,85 Kg

Battery with acid 2,43 Kg

TEMPERATURE
All values are 

referred to 25°
 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-YT9A-BS 9,0 130 12 135 75 139 G1 + left 6

Negative set

Cast grid with
Ca/Ca alloy

Positive set
with separator

Negative plate
with spongy Pb

Fiber glass
separator

Positive plate 
with bi-oxide and 

separator

PLATES
Casted Ca/Ca Alloy



:

,
,

PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec AGM Motorcycle Series batteries use CA/CA technologies. The fiber glass separators (AGM) increase the life of the batteries, 
limiting the problems due to high vibrations present in motorcycles. This system uses a capillary action to enable the recombination 
of gas, thereby  limiting leakage of oxygen and hydrogen. The little gas that cannot be recombined, is regulated by the VRLA 
valves on the caps. The package contains acid for each the battery.

Power Tec EAN Bar Code

7640249195674

AGM Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC MAINTENANCE-FREE MOTROCYCLE AGM DRY-CHARGED BATTERY (Separate acid pack included)

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 0,5l

BATTERY WEIGHT
Dry Net Battery 2,31 Kg

Battery with acid 2,95 Kg

TEMPERATURE
All values are 

referred to 25°
 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-YT12A-BS-AGM     10,0 120 12 150 87 105 G3 + left 6

PLATES
Casted Ca/Ca Alloy

Negative set

Cast grid with
Ca/Ca alloy

Positive set
with separator

Negative plate
with spongy Pb

Fiber glass
separator

Positive plate 
with bi-oxide and 

separator
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec AGM Motorcycle Series batteries use CA/CA technologies. The fiber glass separators (AGM) increase the life of the batteries, 
limiting the problems due to high vibrations present in motorcycles. This system uses a capillary action to enable the recombination 
of gas, thereby  limiting leakage of oxygen and hydrogen. The little gas that cannot be recombined, is regulated by the VRLA 
valves on the caps. The package contains acid for each the battery.

Power Tec EAN Bar Code

7640249195681

AGM Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC MAINTENANCE-FREE MOTROCYCLE AGM DRY-CHARGED BATTERY (Separate acid pack included)

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 0,5l

BATTERY WEIGHT
Dry Net Battery 2,44 Kg

Battery with acid 3,19 Kg

TEMPERATURE
All values are 

referred to 25°
 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-YT12B-BS-AGM     10,0 125 12 150 69 130 G2 + left 6

PLATES
Casted Ca/Ca Alloy

Negative set

Cast grid with
Ca/Ca alloy

Positive set
with separator

Negative plate
with spongy Pb

Fiber glass
separator

Positive plate 
with bi-oxide and 

separator
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec AGM Motorcycle Series batteries use CA/CA technologies. The fiber glass separators (AGM) increase the life of the batteries, 
limiting the problems due to high vibrations present in motorcycles. This system uses a capillary action to enable the recombination 
of gas, thereby  limiting leakage of oxygen and hydrogen. The little gas that cannot be recombined, is regulated by the VRLA 
valves on the caps. The package contains acid for each the battery.

Power Tec EAN Bar Code

7640249195698

AGM Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC MAINTENANCE-FREE MOTROCYCLE AGM DRY-CHARGED BATTERY (Separate acid pack included)

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 0,6l

BATTERY WEIGHT
Dry Net Battery 3,00 Kg

Battery with acid 3,86 Kg

TEMPERATURE
All values are 

referred to 25°
 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-YTX12-BS-AGM     10,0 180 12 150 87 130 G3 + left 6

PLATES
Casted Ca/Ca Alloy

Negative set

Cast grid with
Ca/Ca alloy

Positive set
with separator

Negative plate
with spongy Pb

Fiber glass
separator

Positive plate 
with bi-oxide and 

separator
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec AGM Motorcycle Series batteries use CA/CA technologies. The fiber glass separators (AGM) increase the life of the batteries, 
limiting the problems due to high vibrations present in motorcycles. This system uses a capillary action to enable the recombination 
of gas, thereby  limiting leakage of oxygen and hydrogen. The little gas that cannot be recombined, is regulated by the VRLA 
valves on the caps. The package contains acid for each the battery.

Power Tec EAN Bar Code

7640249195704

AGM Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC MAINTENANCE-FREE MOTROCYCLE AGM DRY-CHARGED BATTERY (Separate acid pack included)

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 0,4l

BATTERY WEIGHT
Dry Net Battery 3,04 Kg

Battery with acid 3,92 Kg

TEMPERATURE
All values are 

referred to 25°
 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-YTZ14S-BS-AGM 12,0 180 12 150 87 110 G13 + left 6

PLATES
Casted Ca/Ca Alloy

Negative set

Cast grid with
Ca/Ca alloy

Positive set
with separator

Negative plate
with spongy Pb

Fiber glass
separator

Positive plate 
with bi-oxide and 

separator
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec AGM Motorcycle Series batteries use CA/CA technologies. The fiber glass separators (AGM) increase the life of the batteries, 
limiting the problems due to high vibrations present in motorcycles. This system uses a capillary action to enable the recombination 
of gas, thereby  limiting leakage of oxygen and hydrogen. The little gas that cannot be recombined, is regulated by the VRLA 
valves on the caps. The package contains acid for each the battery.

Power Tec EAN Bar Code

7640249195711

AGM Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC MAINTENANCE-FREE MOTROCYCLE AGM DRY-CHARGED BATTERY (Separate acid pack included)

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 0,69l

BATTERY WEIGHT
Dry Net Battery 3,43 Kg
Battery with acid 4,4 Kg

TEMPERATURE
All values are 

referred to 25°
 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-YTX14-BS-AGM 12,0 200 12 150 87 145 G3 + left 6

PLATES
Casted Ca/Ca Alloy

Negative set

Cast grid with
Ca/Ca alloy

Positive set
with separator

Negative plate
with spongy Pb

Fiber glass
separator

Positive plate 
with bi-oxide and 

separator
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec AGM Motorcycle Series batteries use CA/CA technologies. The fiber glass separators (AGM) increase the life of the batteries, 
limiting the problems due to high vibrations present in motorcycles. This system uses a capillary action to enable the recombination 
of gas, thereby  limiting leakage of oxygen and hydrogen. The little gas that cannot be recombined, is regulated by the VRLA 
valves on the caps. The package contains acid for each the battery.

Power Tec EAN Bar Code

7640249195735

AGM Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC MAINTENANCE-FREE MOTROCYCLE AGM DRY-CHARGED BATTERY (Separate acid pack included)

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 0,6l

BATTERY WEIGHT
Dry Net Battery 3,22 Kg

Battery with acid 4,22 Kg

TEMPERATURE
All values are 

referred to 25°
 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-YTX14HL-BS-AGM 12,0 160 12 135 87 165 G2 + right 4

PLATES
Casted Ca/Ca Alloy

Negative set

Cast grid with
Ca/Ca alloy

Positive set
with separator

Negative plate
with spongy Pb

Fiber glass
separator

Positive plate 
with bi-oxide and 

separator
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec AGM Motorcycle Series batteries use CA/CA technologies. The fiber glass separators (AGM) increase the life of the batteries, 
limiting the problems due to high vibrations present in motorcycles. This system uses a capillary action to enable the recombination 
of gas, thereby  limiting leakage of oxygen and hydrogen. The little gas that cannot be recombined, is regulated by the VRLA 
valves on the caps. The package contains acid for each the battery.

Power Tec EAN Bar Code

7640249195728

AGM Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC MAINTENANCE-FREE MOTROCYCLE AGM DRY-CHARGED BATTERY (Separate acid pack included)

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 0,78l

BATTERY WEIGHT
Dry Net Battery 3,85 Kg

Battery with acid 4,93 Kg

TEMPERATURE
All values are 

referred to 25°
 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-YTX16-BS-AGM 14,0 210 12 150 87 161 G3 + left 4

PLATES
Casted Ca/Ca Alloy

Negative set

Cast grid with
Ca/Ca alloy

Positive set
with separator

Negative plate
with spongy Pb

Fiber glass
separator

Positive plate 
with bi-oxide and 

separator
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec AGM Motorcycle Series batteries use CA/CA technologies. The fiber glass separators (AGM) increase the life of the batteries, 
limiting the problems due to high vibrations present in motorcycles. This system uses a capillary action to enable the recombination 
of gas, thereby  limiting leakage of oxygen and hydrogen. The little gas that cannot be recombined, is regulated by the VRLA 
valves on the caps. The package contains acid for each the battery.

Power Tec EAN Bar Code

7640249195742

AGM Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC MAINTENANCE-FREE MOTROCYCLE AGM DRY-CHARGED BATTERY (Separate acid pack included)

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 0,78l

BATTERY WEIGHT
Dry Net Battery 3,85 Kg

Battery with acid 4,93 Kg

TEMPERATURE
All values are 

referred to 25°

PLATES
Casted Ca/Ca Alloy

 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-YTX20CH-BS-AGM 14,0 210 12 150 87 161 G3 + left 4

Negative set

Cast grid with
Ca/Ca alloy

Positive set
with separator

Negative plate
with spongy Pb

Fiber glass
separator

Positive plate 
with bi-oxide and 

separator
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec AGM Motorcycle Series batteries use CA/CA technologies. The fiber glass separators (AGM) increase the life of the batteries, 
limiting the problems due to high vibrations present in motorcycles. This system uses a capillary action to enable the recombination 
of gas, thereby  limiting leakage of oxygen and hydrogen. The little gas that cannot be recombined, is regulated by the VRLA 
valves on the caps. The package contains acid for each the battery.

Power Tec EAN Bar Code

7640249195599

AGM Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC MAINTENANCE-FREE MOTROCYCLE AGM DRY-CHARGED BATTERY (Separate acid pack included)

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 0,93l

BATTERY WEIGHT
Dry Net Battery 4,57 Kg

Battery with acid 5,87 Kg

TEMPERATURE
All values are 

referred to 25°
 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-YTX20L-BS-AGM 18,0 260 12 175 87 155 G3 + right 3

PLATES
Casted Ca/Ca Alloy

Negative set

Cast grid with
Ca/Ca alloy

Positive set
with separator

Negative plate
with spongy Pb

Fiber glass
separator

Positive plate 
with bi-oxide and 

separator
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec AGM Motorcycle Series batteries use CA/CA technologies. The fiber glass separators (AGM) increase the life of the batteries, 
limiting the problems due to high vibrations present in motorcycles. This system uses a capillary action to enable the recombination 
of gas, thereby  limiting leakage of oxygen and hydrogen. The little gas that cannot be recombined, is regulated by the VRLA 
valves on the caps. The package contains acid for each the battery.

Power Tec EAN Bar Code

7640249195773

AGM Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC MAINTENANCE-FREE MOTROCYCLE AGM FACTORY ACTIVATED BATTERY

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 0,4l

BATTERY WEIGHT
Battery with acid 6,08 Kg

TEMPERATURE
All values are 

referred to 25°
 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-BMW-AGM 19,0 220 12 181 77 167 B10 + left 4

PLATES
Casted Ca/Ca Alloy

Negative set

Cast grid with
Ca/Ca alloy

Positive set
with separator

Negative plate
with spongy Pb

Fiber glass
separator

Positive plate 
with bi-oxide and 

separator
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec AGM Motorcycle Series batteries use CA/CA technologies. The fiber glass separators (AGM) increase the life of the batteries, 
limiting the problems due to high vibrations present in motorcycles. This system uses a capillary action to enable the recombination 
of gas, thereby  limiting leakage of oxygen and hydrogen. The little gas that cannot be recombined, is regulated by the VRLA 
valves on the caps. The package contains acid for each the battery.

Power Tec EAN Bar Code

7640249195759

AGM Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC MAINTENANCE-FREE MOTROCYCLE AGM DRY-CHARGED BATTERY (Separate acid pack included)

BOX AND LID
PP

FLAMES ARRESTOR
Placed in the Lid

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 0,99l

BATTERY WEIGHT
Dry Net Battery 5,35 Kg

Battery with acid 7,03 Kg

TEMPERATURE
All values are 

referred to 25°
 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-YTX24HL-BS-AGM 24,0 290 12 205 87 162 G2 + right 3

PLATES
Casted Ca/Ca Alloy

Negative set

Cast grid with
Ca/Ca alloy

Positive set
with separator

Negative plate
with spongy Pb

Fiber glass
separator

Positive plate 
with bi-oxide and 

separator



4. Motorcycle Series

4.

Kyoto Japan Tire (International) S.A
1 Carrefour de Rive

1207 Geneva - Switzerland
Email sales@kyotojap.com

Kyoto Japan Tire Corporation Ltd.
Tokyo - Japan

High Power & Long Life

1
2 3

5

4

1 - Cast grid with Pb/Sb alloy 
2 - Negative plate with spongy Pb
3 - Negative set 
4 - Positive plate with bi-oxide 
5 - Enveloped positive set
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec Motorcycle Series batteries use Sb/Sb technologies. Designed for good starting performance and good performance on capacity 
(AH). Equipped with exhaust valve, to allow the venting of the gases generated during the life of the battery. The transparent box 
facilitates help the electrolyte filling phase. The package contains acid  for each the battery.

Power Tec EAN Bar Code

7640249195414

Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC LOW MAINTENANCE MOTROCYCLE DRY-CHARGED BATTERY (Separate acid pack included)

BOX AND LID
PP

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 0,3l

BATTERY WEIGHT
Dry Net Battery 0,88 Kg
Battery with acid 1,3 Kg

TEMPERATURE
All values are 

referred to 25°

PLATES
Casted Pb/Sb Alloy

 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-YB3L-A        3,0 30 12 98 56 110 G1 + right 10

Negative set

Cast grid
with Pb/Sb alloy

Negative plate
with spongy Pb

Positive plate
with bi-oxide

Enveloped
positive set
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec Motorcycle Series batteries use Sb/Sb technologies. Designed for good starting performance and good performance on capacity 
(AH). Equipped with exhaust valve, to allow the venting of the gases generated during the life of the battery. The transparent box 
facilitates help the electrolyte filling phase. The package contains acid  for each the battery.

Power Tec EAN Bar Code

7640249195421

Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC LOW MAINTENANCE MOTROCYCLE DRY-CHARGED BATTERY (Separate acid pack included)

BOX AND LID
PP

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 0,3l

BATTERY WEIGHT
Dry Net Battery 1,14 Kg

Battery with acid 1,62 Kg

TEMPERATURE
All values are 

referred to 25°

PLATES
Casted Pb/Sb Alloy

 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-YB4L-B 4,0 45 12 120 70 92 G3 + right 8

Negative set

Cast grid
with Pb/Sb alloy

Negative plate
with spongy Pb

Positive plate
with bi-oxide

Enveloped
positive set
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec Motorcycle Series batteries use Sb/Sb technologies. Designed for good starting performance and good performance on capacity 
(AH). Equipped with exhaust valve, to allow the venting of the gases generated during the life of the battery. The transparent box 
facilitates help the electrolyte filling phase. The package contains acid  for each the battery.

Power Tec EAN Bar Code

7640249195438

Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC LOW MAINTENANCE MOTROCYCLE DRY-CHARGED BATTERY (Separate acid pack included)

BOX AND LID
PP

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 0,36l

BATTERY WEIGHT
Dry Net Battery 1,44 Kg

Battery with acid 2,06 Kg

TEMPERATURE
All values are 

referred to 25°

PLATES
Casted Pb/Sb Alloy

 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-YB5L-B 5,0 60 12 120 60 130 G1 + right 8

Negative set

Cast grid
with Pb/Sb alloy

Negative plate
with spongy Pb

Positive plate
with bi-oxide

Enveloped
positive set
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec Motorcycle Series batteries use Sb/Sb technologies. Designed for good starting performance and good performance on capacity 
(AH). Equipped with exhaust valve, to allow the venting of the gases generated during the life of the battery. The transparent box 
facilitates help the electrolyte filling phase. The package contains acid  for each the battery.

Power Tec EAN Bar Code

7640249195445

Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC LOW MAINTENANCE MOTROCYCLE DRY-CHARGED BATTERY (Separate acid pack included)

BOX AND LID
PP

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 0,6l

BATTERY WEIGHT
Dry Net Battery 1,95 Kg
Battery with acid 2,8 Kg

TEMPERATURE
All values are 

referred to 25°

PLATES
Casted Pb/Sb Alloy

 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-YB7-A 8,0 100 12 135 75 133 G1 + left 6

Negative set

Cast grid
with Pb/Sb alloy

Negative plate
with spongy Pb

Positive plate
with bi-oxide

Enveloped
positive set
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec Motorcycle Series batteries use Sb/Sb technologies. Designed for good starting performance and good performance on capacity 
(AH). Equipped with exhaust valve, to allow the venting of the gases generated during the life of the battery. The transparent box 
facilitates help the electrolyte filling phase. The package contains acid  for each the battery.

Power Tec EAN Bar Code

7640249195452

Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC LOW MAINTENANCE MOTROCYCLE DRY-CHARGED BATTERY (Separate acid pack included)

BOX AND LID
PP

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 0,6l

BATTERY WEIGHT
Dry Net Battery 1,95 Kg
Battery with acid 2,8 Kg

TEMPERATURE
All values are 

referred to 25°

PLATES
Casted Pb/Sb Alloy

 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-YB7L-B2 8,0 100 12 135 75 133 G1 + right 6

Negative set

Cast grid
with Pb/Sb alloy

Negative plate
with spongy Pb

Positive plate
with bi-oxide

Enveloped
positive set
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec Motorcycle Series batteries use Sb/Sb technologies. Designed for good starting performance and good performance on capacity 
(AH). Equipped with exhaust valve, to allow the venting of the gases generated during the life of the battery. The transparent box 
facilitates help the electrolyte filling phase. The package contains acid  for each the battery.

Power Tec EAN Bar Code

7640249195476

Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC LOW MAINTENANCE MOTROCYCLE DRY-CHARGED BATTERY (Separate acid pack included)

BOX AND LID
PP

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 1,2l

BATTERY WEIGHT
Dry Net Battery 2,25 Kg
Battery with acid 3,2 Kg

TEMPERATURE
All values are 

referred to 25°

PLATES
Casted Pb/Sb Alloy

 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-YB9L-A2 9,0 115 12 135 75 139 G3 + right 6

Negative set

Cast grid
with Pb/Sb alloy

Negative plate
with spongy Pb

Positive plate
with bi-oxide

Enveloped
positive set
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec Motorcycle Series batteries use Sb/Sb technologies. Designed for good starting performance and good performance on capacity 
(AH). Equipped with exhaust valve, to allow the venting of the gases generated during the life of the battery. The transparent box 
facilitates help the electrolyte filling phase. The package contains acid  for each the battery.

Power Tec EAN Bar Code

7640249195483

Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC LOW MAINTENANCE MOTROCYCLE DRY-CHARGED BATTERY (Separate acid pack included)

BOX AND LID
PP

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 0,8l

BATTERY WEIGHT
Dry Net Battery 2,62 Kg

Battery with acid 3,65 Kg

TEMPERATURE
All values are 

referred to 25°

PLATES
Casted Pb/Sb Alloy

 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-YB10L-B 11,0 130 12 135 90 145 G1 + right 6

Negative set

Cast grid
with Pb/Sb alloy

Negative plate
with spongy Pb

Positive plate
with bi-oxide

Enveloped
positive set
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec Motorcycle Series batteries use Sb/Sb technologies. Designed for good starting performance and good performance on capacity 
(AH). Equipped with exhaust valve, to allow the venting of the gases generated during the life of the battery. The transparent box 
facilitates help the electrolyte filling phase. The package contains acid  for each the battery.

Power Tec EAN Bar Code

7640249195490

Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC LOW MAINTENANCE MOTROCYCLE DRY-CHARGED BATTERY (Separate acid pack included)

BOX AND LID
PP

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 0,8l

BATTERY WEIGHT
Dry Net Battery 2,62 Kg

Battery with acid 3,65 Kg

TEMPERATURE
All values are 

referred to 25°

PLATES
Casted Pb/Sb Alloy

 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-YB10L-A2 11,0 130 12 135 90 145 G3 + right 6

Negative set

Cast grid
with Pb/Sb alloy

Negative plate
with spongy Pb

Positive plate
with bi-oxide

Enveloped
positive set
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec Motorcycle Series batteries use Sb/Sb technologies. Designed for good starting performance and good performance on capacity 
(AH). Equipped with exhaust valve, to allow the venting of the gases generated during the life of the battery. The transparent box 
facilitates help the electrolyte filling phase. The package contains acid  for each the battery.

Power Tec EAN Bar Code

7640249195506

Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC LOW MAINTENANCE MOTROCYCLE DRY-CHARGED BATTERY (Separate acid pack included)

BOX AND LID
PP

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 0,8l

BATTERY WEIGHT
Dry Net Battery 3,03 Kg

Battery with acid 4,06 Kg

TEMPERATURE
All values are 

referred to 25°

PLATES
Casted Pb/Sb Alloy

 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-YB12A-A 12,0 155 12 134 80 160 G1 + left 6

Negative set

Cast grid
with Pb/Sb alloy

Negative plate
with spongy Pb

Positive plate
with bi-oxide

Enveloped
positive set
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec Motorcycle Series batteries use Sb/Sb technologies. Designed for good starting performance and good performance on capacity 
(AH). Equipped with exhaust valve, to allow the venting of the gases generated during the life of the battery. The transparent box 
facilitates help the electrolyte filling phase. The package contains acid  for each the battery.

Power Tec EAN Bar Code

7640249195513

Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC LOW MAINTENANCE MOTROCYCLE DRY-CHARGED BATTERY (Separate acid pack included)

BOX AND LID
PP

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 0,8l

BATTERY WEIGHT
Dry Net Battery 3,03 Kg

Battery with acid 4,06 Kg

TEMPERATURE
All values are 

referred to 25°

PLATES
Casted Pb/Sb Alloy

 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-YB12AL-A2 12,0 155 12 134 80 160 G3 + right 6

Negative set

Cast grid
with Pb/Sb alloy

Negative plate
with spongy Pb

Positive plate
with bi-oxide

Enveloped
positive set
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec Motorcycle Series batteries use Sb/Sb technologies. Designed for good starting performance and good performance on capacity 
(AH). Equipped with exhaust valve, to allow the venting of the gases generated during the life of the battery. The transparent box 
facilitates help the electrolyte filling phase. The package contains acid  for each the battery.

Power Tec EAN Bar Code

7640249195520

Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC LOW MAINTENANCE MOTROCYCLE DRY-CHARGED BATTERY (Separate acid pack included)

BOX AND LID
PP

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 0,9l

BATTERY WEIGHT
Dry Net Battery 3,16 Kg

Battery with acid 4,38 Kg

TEMPERATURE
All values are 

referred to 25°

PLATES
Casted Pb/Sb Alloy

 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-YB14L-A2 14,0 170 12 134 89 166 G3 + right 6

Negative set

Cast grid
with Pb/Sb alloy

Negative plate
with spongy Pb

Positive plate
with bi-oxide

Enveloped
positive set
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec Motorcycle Series batteries use Sb/Sb technologies. Designed for good starting performance and good performance on capacity 
(AH). Equipped with exhaust valve, to allow the venting of the gases generated during the life of the battery. The transparent box 
facilitates help the electrolyte filling phase. The package contains acid  for each the battery.

Power Tec EAN Bar Code

7640249195537

Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC LOW MAINTENANCE MOTROCYCLE DRY-CHARGED BATTERY (Separate acid pack included)

BOX AND LID
PP

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 0,9l

BATTERY WEIGHT
Dry Net Battery 3,16 Kg

Battery with acid 4,38 Kg

TEMPERATURE
All values are 

referred to 25°

PLATES
Casted Pb/Sb Alloy

 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-YB14-A2 14,0 170 12 134 89 166 G3 + left 4

Negative set

Cast grid
with Pb/Sb alloy

Negative plate
with spongy Pb

Positive plate
with bi-oxide

Enveloped
positive set
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec Motorcycle Series batteries use Sb/Sb technologies. Designed for good starting performance and good performance on capacity 
(AH). Equipped with exhaust valve, to allow the venting of the gases generated during the life of the battery. The transparent box 
facilitates help the electrolyte filling phase. The package contains acid  for each the battery.

Power Tec EAN Bar Code

7640249195544

Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC LOW MAINTENANCE MOTROCYCLE DRY-CHARGED BATTERY (Separate acid pack included)

BOX AND LID
PP

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 1,1l

BATTERY WEIGHT
Dry Net Battery 4,10 Kg

Battery with acid 6,02 Kg

TEMPERATURE
All values are 

referred to 25°

PLATES
Casted Pb/Sb Alloy

 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-YB16AL-A2 16,0 190 12 205 70 162 G5 + right 4

Negative set

Cast grid
with Pb/Sb alloy

Negative plate
with spongy Pb

Positive plate
with bi-oxide

Enveloped
positive set
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec Motorcycle Series batteries use Sb/Sb technologies. Designed for good starting performance and good performance on capacity 
(AH). Equipped with exhaust valve, to allow the venting of the gases generated during the life of the battery. The transparent box 
facilitates help the electrolyte filling phase. The package contains acid  for each the battery.

Power Tec EAN Bar Code

7640249195551

Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC LOW MAINTENANCE MOTROCYCLE DRY-CHARGED BATTERY (Separate acid pack included)

BOX AND LID
PP

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 1,2l

BATTERY WEIGHT
Dry Net Battery 3,90 Kg

Battery with acid 5,82 Kg

TEMPERATURE
All values are 

referred to 25°

PLATES
Casted Pb/Sb Alloy

 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-YB18L-A 18,0 200 12 180 90 162 G8 + right 4

Negative set

Cast grid
with Pb/Sb alloy

Negative plate
with spongy Pb

Positive plate
with bi-oxide

Enveloped
positive set
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec Motorcycle Series batteries use Sb/Sb technologies. Designed for good starting performance and good performance on capacity 
(AH). Equipped with exhaust valve, to allow the venting of the gases generated during the life of the battery. The transparent box 
facilitates help the electrolyte filling phase. The package contains acid  for each the battery.

Power Tec EAN Bar Code

7640249195568

Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC LOW MAINTENANCE MOTROCYCLE DRY-CHARGED BATTERY (Separate acid pack included)

BOX AND LID
PP

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 1,2l

BATTERY WEIGHT
Dry Net Battery 4,50 Kg

Battery with acid 6,42 Kg

TEMPERATURE
All values are 

referred to 25°

PLATES
Casted Pb/Sb Alloy

 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-YB16-B 19,0 230 12 175 100 155 G3 + left 4

Negative set

Cast grid
with Pb/Sb alloy

Negative plate
with spongy Pb

Positive plate
with bi-oxide

Enveloped
positive set
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PowerTec Series of Batteries are Manufactured & Marketed by Kyoto Japan Group

Power Tec Motorcycle Series batteries use Sb/Sb technologies. Designed for good starting performance and good performance on capacity 
(AH). Equipped with exhaust valve, to allow the venting of the gases generated during the life of the battery. The transparent box 
facilitates help the electrolyte filling phase. The package contains acid  for each the battery.

Power Tec EAN Bar Code

7640249195575

Motrocycle Series

Reproduction of this document is not allowed 
without written approval of Kyoto Japan

POWER TEC LOW MAINTENANCE MOTROCYCLE DRY-CHARGED BATTERY (Separate acid pack included)

BOX AND LID
PP

SULPHURIC ACID
Density

1,28+/- 0,01g/ml
Approximate Volume 1,4l

BATTERY WEIGHT
Dry Net Battery 4,35 Kg

Battery with acid 6,27 Kg

TEMPERATURE
All values are 

referred to 25°

PLATES
Casted Pb/Sb Alloy

 

Power tec 
Model

Capacity Cold Crancking Voltage Dimensions (mm) Terminal
Type

Layout
(Polarity when 
viewed from 

the front)

Per 
CartonAh 20h A (EN) V Length Width T. Height

PTM-Y50-N18L-A  20,0 250 12 205 90 162 G8 + right 4

Negative set

Cast grid
with Pb/Sb alloy

Negative plate
with spongy Pb

Positive plate
with bi-oxide

Enveloped
positive set
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